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NOTE: SYMBOLS SHALL BE PLACED
IN BOOTH DOORWAYS AND
WALKWAYS AS SHOWN ON
PLANS.SURFACES SHALL BE
THOROUGHLY CLEANED PRIOR
TO APPLICATION.

VEHICLE TOLL TRAFFIC
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DETAIL "C”

TYPICAL ISLAND LOCATIONS FOR
TOLL COLLECTOR WARNING SYMBOLS
DEDICATED AND MIXED USE LANES

N.T.S.
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DETAIL D"

FOR MAINLINE PLAZA CROSSWALKS
WITHOUT BOLLARDS.
(DEDICATED LANES ONLY)

N.T.S.
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DETAIL "E”

FOR MAINLINE PLAZA CROSSWALKS
WITH BOLLARDS.
(DEDICATED LANES ONLY)

N.T.S.

NOT ES:

I. SAFETY CHAINS SHALL CONSIST OF !>" YELLON COLORED,VINY(-COATED STEEL CHAIN, SNAPHOOK,
SHACKLES,EYEBOLTS,AND ANCHORS. THE SAFETY CHAINS SHALL BE ANCHORED TO CONCRETE WALL,
MASONRY,0R BOLLARDS BY LAG SHIELDS AND J4"EYEBOLTS. STEEL BOLLARDS SHALL BE FIELD

GALVANIZED AROUND HOLES AND YELLOW PAINT SHALL BE TOUCHED UP.CHAINS ARE TO BE INSTALLED
ON DEDICATED LANE SIDE OF [SLANDS ONLY.INSTALL 2"GALVANIZED POSTS WITH END CAPS WHERE
THERE ARE NO BOLLARDS AS SHOWN IN DETAIL-G. NO SAFETY CHAINS OR POSTS SHALL BE LOCATED TO

INTERFERE WITH THE OPERATION OF ELECTRONIC VEHICLE SEPERATOR EQUIPMENT.

VEHICLES
DO NOT STOP
PROCEED WITH CAUTION

NOTES:

[.SIGNS SHALL BE MOUNTED ONLY ON ISLANDS

BORDERING SUNPASS DEDICATED LANES.

2.5IGN TPK-5 (SEE DRAWING 103),0N ISLAND,

T0 BE FASTENED ON VERTICAL CONCRETE WALL WITH
LAG SHIELDS.SIGN SHALL BE MOUNTED SO AS TO NOT
OBSTRUCT ELECTRIC OUTLETS,JUNCTION BOXES,OR
CONTROL CABINETS.

3.SIGN TPK-5 (SEE DRAWING 103),0N CONCRETE BOOTH,
SHALL BE MOUNTED ABOVE WINDOW NEXT TO BOOTH
DOOR AND CENTERED ON CONCRETE COLUMN.SIGN

SHALL BE MOUNTED WITH LAG SHIELDS.CLEARANCES SHALL
COMPLY WITH INDEX I7302.

4.SIGN TPK-5 (SEE DRAWING 103) SHALL BE POST MOUNTED
ADJACENT TO SIDEWALK BETWEEN ADMINIST RATION
BUILDING AND NEAREST TOLL LANE.
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