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TO THE TURNPIKE.

TURNPIKE THE GIVEN DIMENSION MUST STILL BE PROVIDED PERPENDICULAR

MEDIAN PIER AND END BENT ARE SKEWED RELATIVE TO THE FLORIDA'S

FRONT FACE OF MEDIAN PIER TO FRONT FACE OF END BENT.  IF THE

*  DIMENSION INDICATES MINIMUM REQUIRED CLEAR SPAN DISTANCE FROM

OTHER MEDIAN WIDTHS (SEE ROADWAY ENGINEER).

2.  TYPICAL SECTION IS FOR A 40' MEDIAN AND IS NOT APPLICABLE FOR

 

ARE SHOWN FOR INFORMATIONAL PURPOSE ONLY.

1.  TYPICAL SECTION DIMENSIONS OTHER THAN THE CLEAR SPAN OPENING

 

NOTES:

UNDER BRIDGE

6 LANE DIVIDED (ULTIMATE)

EXISTING 40 FT MEDIAN

FLORIDA'S TURNPIKE

TYPICAL SECTION
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TO THE TURNPIKE.

TURNPIKE THE GIVEN DIMENSION MUST STILL BE PROVIDED PERPENDICULAR

MEDIAN PIER AND END BENT ARE SKEWED RELATIVE TO THE FLORIDA'S

FRONT FACE OF MEDIAN PIER TO FRONT FACE OF END BENT.  IF THE

*  DIMENSION INDICATES MINIMUM REQUIRED CLEAR SPAN DISTANCE FROM

WITH MINIMUM SHOULDER WIDTHS OF 12'.

4.  THE PROPOSED DESIGN WILL ACCOMMODATE A FUTURE FOUR LANE SECTION

 

3.  NO EXCEPTIONS WILL BE GIVE FOR THE EXISTING FOUR LANE SECTION.

 

OTHER MEDIAN WIDTHS (SEE ROADWAY ENGINEER).

2.  TYPICAL SECTION IS FOR A 20' MEDIAN AND IS NOT APPLICABLE FOR

 

ARE SHOWN FOR INFORMATIONAL PURPOSE ONLY.

1.  TYPICAL SECTION DIMENSIONS OTHER THAN THE CLEAR SPAN OPENING

 

NOTES:
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TO THE TURNPIKE.

TURNPIKE THE GIVEN DIMENSION MUST STILL BE PROVIDED PERPENDICULAR

MEDIAN PIER AND END BENT ARE SKEWED RELATIVE TO THE FLORIDA'S

FRONT FACE OF MEDIAN PIER TO FRONT FACE OF END BENT.  IF THE

*  DIMENSION INDICATES MINIMUM REQUIRED CLEAR SPAN DISTANCE FROM

OTHER MEDIAN WIDTHS (SEE ROADWAY ENGINEER).

2.  TYPICAL SECTION IS FOR A 40' MEDIAN AND IS NOT APPLICABLE FOR

 

ARE SHOWN FOR INFORMATIONAL PURPOSE ONLY.

1.  TYPICAL SECTION DIMENSIONS OTHER THAN THE CLEAR SPAN OPENING
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